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TexHnueckne JaHHbIE OTAeJKa Kopmyc
Marepuan Amomunnii 6060
Tun Bespamuoe
Iger AHOIMPOBAHHBIN YepHBII

MecTo yCcTaHOBKH Tlon 06paboTKH AHoaupoBanue 15 MKM
MecTo yCTaHOBKH Hapyxoe

OCBEINEHHE OT/eJIKA paccenBarTelb
Hcrounuk cBera cua Martepuan KCTpa-TIPO3PAvHOE CTEKJIO - 3aKATEHHOE
Circuit structure powerLEDs Liger MPO3pavHBIN
Onruka Spot 06paboTKM TpadaperHas neyatsb
Light emission direction upward
HomwuHanbHas MOIIHOCTh 18.3 W DC
MomHocTb oo1mee 205W
CBETOBOM MOTOK (MCTOYHHUK) 2718 Im
Frequency 50 - 60 Hz
LBeroBas temneparypa / Tone 3000 K
Koaddumment uperonepenaun 80 Ra
IMocT.TOK / MOCT. HanpsiKeHHe AC
Kunacc uzonsmmn 1
P 1P67
IK IK10
HcnbiTaHue HUTH HAKAJIMBAHUs 850°
HpsiMast yCTAHOBKA Ha HOPMAJIbHO BO3TOPAIOLINECS IIOBEPXHOCTU Ha
CE Ia
JpaiiBep npuitaraercs HpaiiBep
W3penue ¢ perynsuueit ApkocTH cBeta DALI
TToBOPOTHBIN MEXaHU3M Her
OTKUIHOW MEXaHU3M Ha
001Mil yros (rOpu30HTaIbHAS TJIOCKOCTD) 15°
001Mit yron (BepTHKaIbHAs IJIOCKOCTD) 0°
BO03MOXHOCTB YCTAHOBKHU Ha TPOTyape Ha
CriocoGHOCTh BEIIEPAKHMBATH BEC TPAHCIIOPTA 5000 Kg
ITpoBoa npuiaraercs Ja
Ilnuna Kabeist 0.2 m
O06paboTKa nommMepamMmu Her
Tur cBeTOBOTO U3JTyYeH s Omtraproe

H3ITydeHue
Bec nerro 2.8 Kg
3anmTa oT JMEKTPOCTATUYECKUX Pa3psIoB 4KV
3anmTa oT nepeHarnpskeHus 6 KV
TexHoNOrMYecKre XapaKTepUCTUKH U3IeIUs Acquastop - TVS
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Iluminotechnical Oco6ennocrn

Single emission lines for outdoor application. The warm white LED light source Light Output Ratio (LOR) 7%
with a spot light distribution is composed of 9 powerled LEDs with CCT of CeeroBoft noTox (HeTodHHK) 2718 Im
3000 K and a CRI 80; the source luminous flux is 2718 Im, with a 148.5 lm/W CBeTOROii MOTOK chemLHIKa 1572 1m
nominal luminous efficacy. Consumption 205w
KI1[] cBeTnibHUKA 76 Im/W
The device body is made of aluminium 6060 and features a anodised black Temnepatypa usera 3000K
finish, processed by means of 15 um anodizing; the diffuser is made of extra Standard Deviation of Colour Matching 1.5 Step MacAdam
clear glass - tempered with a silk-screening treatment. The ingress protection Koadppuument uperonepenain 80 Ra
degree is IP67; the total weight is of 2.8 kg.
CranjiapTHas TemIeparypa pabouei cpejibl -20/450°C
The total absorbed power is 20.5 W. The power supply cable is included and OObIYHAs TeMIepaTypa CTeKIa 40°C

features a 0.2 m length.

LED Life / Failure Ratio
The device features protection class I and can be floor-mounted with an outer L70 B10 C0 361980h (at Tj 60 Ta25)

casing, code 98725(for concrete or masonry).

UGR
Compliant with the EN 60598-1 standard and its specific provisions. UGR axial 19.4

UGR transversal 9.5
X=4H | Y=8H S=0.25H
Reflection factor 70/50/20
OPTICAL
Ontrka C90/C270 28°
Onruka C0/C180 18°
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1.0 E(CO) 9.2¢ 2627
E(0%) 2410
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15 E(C0)’ 9.2° 1158
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E(CO0) 13.9° 620

2.0 E(CD)  9.2° 657
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E(C30) 13.9° 397

25 E(CO) 9.2° 420
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|30 / 0.97 E(c0)’  9.2° 202
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C0/C180 (Half-peak divergence: 18.4°)
—— (90/C270 (Half-peak divergence: 27.8°)
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Finish Code
o MoHTaXHBII KOpITyC - 0875
| ha Mecro ycranoku: IToxn; Tun ycraHoBku: CreHa u3 kiaaku L=511mm, H=140mm, D=7Smm. ——W————
S Marepuan: Amomunnit 6060, I{BeT: AHOAMPOBAHHBIN YepHbIil, 00padOTKU :AHOAMPOBaHKE 15 MKM.
Code
Kabens u coequHuTeND 99822
\{‘ IHusa 5000 mm. e
Code
Kabesb 1 coeiuHuUTENb
i 99823
m Ilmaa 1000 mm. _—
Code
Kabens u coeuHuTEND
i 99824
W Tmaaa 5000 mm. R
Code
Kabesb 1 coeiuHuUTEND
i 99825
m Tumsa 10000 mm. -
Code
KaGess u coenHuTENH 09826
\‘ Tmsa 1000 mm. _
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